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Abstract
This paper presents an adaptive protection coordination scheme for optimal coordination of DOCRs in interconnected power
networks with the impact of DG, the used coordination technique is the Artificial Bee Colony (ABC). The scheme adapts to system
changes; new relays settings are obtained as generation-level or system-topology changes. The developed adaptive scheme is applied
on the IEEE 30-bus test system for both single- and multi-DG existence where results are shown and discussed.
© 2016 Electronics Research Institute (ERI). Production and hosting by Elsevier B.V. This is an open access article under the CC
BY-NC-ND license (http://creativecommons.org/licenses/by-nc-nd/4.0/).
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1.  Introduction
The electrical power system may be subjected to many types of faults during its operation that can damage the
equipment connected to this system, so the importance of designing a reliable protective system arises, in order to
achieve such reliability, a back-up protective scheme is provided in case of any failure in the primary protection.
The back-up scheme should not operate unless the primary fails to take the appropriate action, which means it should
operate after a certain time delay known as coordination time interval (CTI), giving the chance for the primary protection
to operate first. The above mentioned scenario leads to the formulation of the protective relay coordination, which
consists of selection of a suitable setting of each relay such that their fundamental protective function is met under
the desirable qualities of protective relaying, namely sensitivity, selectivity, reliability, and speed (Anderson, 1999).
However, introducing DG into the power system territories changes the existing protection scheme. Although DG has a
lot of advantages on system design and operation (Griffin, 2000), also it has negative effects as well, one of these negative
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ffects is its effect on system protection, especially the disturbance caused to the existing relay coordination (Girgis
nd Brahma, 2001). This disturbance is caused by the change in value and direction of both the system’s power flow
under normal operation) and short-circuits current (under fault conditions) (Barker and de Mello, 2000). The impact
f DG depends on DGs: size, location, technology type, and method of interconnection with the power system (Brahma
nd Girgis, 2004). Due to of these impacts, the setting of all protection relays have to be checked to ensure that no
is-coordination happened in the system, and if there was, the optimal protective relays’ settings have to be determined
nd set again, these leads to the introduction of adaptive protection scheme. One of the techniques that can be used to
et the optimal settings is the ABC; which was introduced in Karaboga and Busturk (2007), that was motivated by the
ntelligent behavior of honey bees. ABC as an optimization tool provides a population-based search procedure in which
ndividuals called foods positions are modified by the artificial bees with time and the bee’s aim is to discover the places
f food sources with high nectar amount and finally the one with the highest nectar which is the optimal solution is
elected.
.  Coordination  problem  formulation
DOCR coordination problem can be formulated as optimization problem, where the objective function to be min-
mized is the sum of the operating times of the relays connected to the system function in its Time Dial Setting TDS







here Tij is the operating time of the primary relay i for a fault j.
In this work, the following formula is used to approximately represent the OCR characteristics (IEC60255-3):
T =  K1 TDS
MK2 +  K3 (2)
here
M  = I
IP
(3)
 is relay current, Ip is the relay’s pickup current and K1, K2, K3 are constants depending on the type of the relay
imulated.
The coordination problem is subject to the following constraints (Urdaneta et al., 1988):
) Coordination criteria: in order to achieve a reliable protection system, the primary protection has to be backed up by
another protection scheme. The two protective schemes should be coordinated together, i.e., a predefined CTI col-
lapses before the backup scheme comes into action. This CTI depends upon the type of the relays (electromechanical
or microprocessor based), speed of the circuit breakers, and other system parameters.Tbackup −  Tprimary ≥  CTI (4)
) Relay settings bounds: the main target of DOCR coordination study is the calculation of its TDS and IP.
TDSimin ≤  TDSi ≤  TDSimax (5)
IPimin ≤ IPi ≤  IPimax (6)
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In this paper, the coordination problem is addressed as a linear optimization one, i.e., ABC is used to solve coordi-
nation problem of finding TDS of the relays for a given IP’s. Also it should be clear that ABC is capable of addressing
both linear and non-linear optimization problems.
3.  Artiﬁcial  Bee  Colony  ABC
Artificial Bees Colony algorithm (Karaboga and Busturk, 2007) was proposed for solving numerical optimiza-
tion problems, it was used in relay coordination in Uthitsunthorn et al. (2012). ABC shows great results in DOCR
coordination in ElMesallamy (2014). The colony of artificial bees contains three groups of bees: employed bees and
unemployed bees: onlookers and scouts. First half of the colony consists of employed artificial bees and the second
half constitutes the artificial onlookers. The employed bee whose food source has been exhausted becomes a scout bee.
The position of a food source represents a possible solution to the optimization problem and the nectar amount of a
food source corresponds to the quality or fitness of the associated solution. The number of the employed bees is equal
to the number of food sources, each of which also represents a site, being exploited at the moment or to the number of
solutions in the population. In artificial bees’ algorithm, the steps given below are repeated until a stopping criterion
is satisfied.
3.1.  Initial  phase
Swarms are created randomly by the following formula in the initial phase:
Xij =  Xminj +  rand (0, 1)
(
Xmaxj −  Xminj
) (7)
3.2.  Employed  bees  phase
Each employed bee determines a food source representing a site. Each employed bee shares its food source informa-
tion with onlookers waiting in the hive and then each onlooker selects a food source site depending on the information
taken from employed bees. To simulate the information sharing by employed bees in the dance area, probability values
are calculated for the solutions by means of their fitness values using the following equation. The fitness values might








a +  fi fi  ≥  0
1 +  abs (fi) fi <  0
(9)
3.3.  Onlooker  bees  phase
Onlookers are placed onto the food source sites by using a fitness based selection technique, for example roulette
wheel selection method.
3.4.  Scout  bees  phase
Every bee swarm has scouts that are the swarm’s explorers. The explorers do not have any guidance while looking
for food. In case of artificial bees, the artificial scouts might have the fast discovery of the group of feasible solutions. In
the searching algorithm, the artificial employed bee whose food source nectar has been exhausted or the profitability of
the food source drops under a certain threshold level is selected and classified as the artificial scout. The classification
is controlled by “abandonment criteria” or “limit”. If a solution representing a food source position is not improved
until a predetermined number of trials, then that solution is left by its eloyed bee and the employed bee becomes a
scout.


























bFig. 1. IEEE 30 bus system.
.  Coordination  with  the  impact  of  DG
The IEEE 30 bus test case represents a portion of the American electric power system (in the Midwestern US) as
f December, 1961 (Univ. Washington Seattle, 2006). But as the main target of this paper is the distribution level to
ddress the impact of DG, the distribution level (33 kV) portions are only considered. Modified network of the IEEE 30
us Test system is shown in Fig. 1; it has 22 distribution level buses and 29 relays (El-Khattam and Sidhu, 2008), where
he system is modeled with all of its detailed parameters. The system is fed from three primary distribution substations
132/33 kV) at buses 10, 12, and 27. Each primary distribution feeder is protected by two directional overcurrent relays,
ne relay at each end. The system model is assumed to have 29 existing directional overcurrent relays. It is assumed
hat all relays are identical and have normal inverse relay curves which is represented by Eq. (2) with the following
onstants 0.14, −1, and 0.02 for K1, K2, and K3, respectively (IEC 60255-3 type A). the Ips are set to be 1.75 times
he full load current, CTI is assumed to be 0.3 s for each backup-primary relay pair. Two candidate DG locations
re assumed which are substation bus 12 and load bus 19. DG locations are chosen based on environmental and fuel
vailability restrictions (El-Khattam and Sidhu, 2008). The chosen DG technology is a synchronous type, 10 MVA
apacity, operating nominally at 0.9 lagging power factor, and 0.15 p.u. transient reactance based on its capacity
El-Khattam and Sidhu, 2008). The DG is practically connected to the substation bus through a transformer which is
ssumed to have 10 MVA capacity and 0.05 p.u. reactance based on its capacity.
Two cases are examined to show the impact of adding DG on the setting of the protective relays and the mis-
oordination that may be happen.
) Case A: It is the base case with well-established relay coordination, where there is no DG presented in the system.
) Case B: DG is added to the system, where relays mis-coordination happened.
ase A.  Relay Coordination for the Original system. This case is considered as a base system case without DGs to
valuate the most optimal relay settings. ABC is used to find the optimal TDS of the system. A MatLab program is
eveloped to calculate short circuit and load flow for this system, the 3-  faults are applied at the near-end of each
elay (close-in faults), also another MatLab program is used to simulate the ABC technique, the convergence of ABC
o the optimum solution are shown in Fig. 2. A sample of the results are shown in Tables 1–3.ase B.  In this scenario, the system experiences DG operation in its territories. The presence of DG will change the
ormal power flow as well as the short-circuit current all over the system, which is not restricted to the DG connected
us. A DG of (10 MVA) will be added at bus 12 then at bus 19 and finally at both 12 and 19 simultaneously; due to
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Table 1
Sample relay current, fault current and IP for Case A.
Relay Short circuit (A) Load current (A) Pickup (A)
Primary 1 6352 111.97 195
Backup 19 658 118.44 207
23 363 109.7 191
Primary 5 7003 134.7 235
Backup 9 1065 312.46 546
12 1164 150.11 262
Table 2
































Sample of primary and backup relay operating time and their CTI got by ABC for Case A.
Relay pairs ABC
Tprimary (s) Tbackup (s) CTI (s)
1,19 0.78 1.08 0.30
1,23 0.78 1.09 0.32
9,16 0.42 0.75 0.32
9,22 0.42 0.95 0.52
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Fig. 2. Convergence of ABC to the optimal solution without DG.
he presence of DG a relay mis-coordination happened. Fig. 3 shows the CTI for a sample relay pairs before and after
dding the DG at bus 12, it was found that 18 relay pairs are less than 0.3 s when DG is added at bus 12, 22 relay pairs
hen DG is added at bus 19 and 24 relay pairs when DGs are added at both bus 12 and 19.
A new relay coordination has to be done again, to evaluate the new optimal relay settings, ABC technique is used
o find the optimal TDS of the system. A sample for the new TDS settings and a sample of three phase fault current
or all scenarios are shown in Tables 4 and 5 respectively.
Fig. 4 shows the CTI for a sample relay pairs with/without the DG at bus 12 and after doing the coordination again.
.  Adaptive  coordination  scheme
From the previous section the importance of adaptive protection arises as the coordination study has to be done
very time a DG installed in the network as proposed in Chandran et al. (2014).
The used adaptive scheme in this paper is similar to that in ABB microgrids (2012), but it is valid up to two DGs
laced on buses 12 and 19 of IEEE 30 bus system. The steps of normal coordination are simply carried out as described
n previous section, only four modes of operations are considered:
Fig. 3. CTI for a sample relay pairs without/with adding the DG at bus 12.
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Table 4
Sample TDS setting values after adding DGs obtained by ABC.
Relay TDS (DG at bus 12) TDS (DG at bus 19) TDS (DG at bus 12 & 19)
Primary 1 0.43 0.48 0.45
Backup 19 0.20 0.26 0.24
23 0.11 0.12 0.19
Primary 5 0.1 0.1 0.1
Backup 9 0.1 0.15 0.14
12 0.22 0.29 0.25
Table 5
Three phase near end fault current seen by primary relays in all scenarios in amperes.
Relay no. Fault current (No DG) Fault current (DG at bus 12) Fault current (DG at bus 19) Fault current (DG at bus 12 and 19)
1 6352 6584 6921 7138
2 6804 7099 6967 7252
3 6906 7241 7502 7818
4 7099 7449 7707 8038
5 7003 7876 7360 8282
Mode I: No DG
Mode II: DG at bus 12
Mode III: DG at bus 19
Mode IV: DGs at buses 12 and 19
5.1.  Requirements  of  adaptive  protection  scheme
5.1.1.  Substation  master  computer
The master computer is the main component of this scheme, it communicates with all the relays in the systemchoosing the correct settings for each relay using communication module, also the master computer monitors the
system for any topological changes.
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.1.2.  Microprocessor  relays
To follow instruction, read information, communicate with the outside world, store settings and switch between
hem. Microprocessor-based relay firmware should evaluate the need to apply updated firmware. While many firmware
pdates may not be critical to the relay protection functions, updated firmware that corrects critical protection functions
hould be given priority (North American Electric Reliability Corporation NERC, 2013).
.1.3. Communication  facility
An important part of wide-scale Adaptive Protection is the communication system required to transmit data and
ommands between substation’s computer and relays. IEC and IEEE have standard communication protocols for digital
elays that should be adopted by all of the relays’ manufacturers, promoting the use and security of the more advanced
eatures of digital relays, the communication could be through the internet (Zachary Zaremski, 2012).
.2.  Proposed  adaptive  protection  scheme
. The master substation computer periodically checks the status of DGs connected to bus 12 and 19 to detect the
current mode, and selects the correct settings saved on digital relays that could have up to six groups of settings.
. The communications with the microprocessor relays and DGs could be through GSM using communication module
that are connected to the main substation computer.
. In case of communication failure due to any unexpected circumstances a default group of settings have to be
set in order to maintain minimum reliability of protection scheme. The group settings number (5) is assigned to
communication failure mode.
. Only 5 settings are stored in the relays while the rest group is spare.
Setting 1: mode I no DG
Setting 2: mode II DG at bus 12
Setting 3: mode III DG at bus 19
Setting 4: mode IV DGs at buses 12 and 19
Setting 5: communication failure
Setting 6: spare
Fig. 5 shows the proposed adaptive protection scheme
.  DG  loading  effects
Different DG loadings will affect the relay current which will require new settings for the relay pickup current Ip.
In this section the DG loadings is taken into consideration, a complete load flow studies have been carried out for
oading the DG by (40, 60, 80 and 100%) of its capacity. It has to be mentioned that from practical point of view
Cummins Power Generation white paper, 2007); loading up to 30% of DG capacity were neglected to protect the
ynchronous DG engine from damage. Four modes of operation are shown in Table 6.
Mode I: loading condition 1 with no DG.
Mode II: loading conditions from 2 to 5 with DG at bus 12.
Mode III: loading conditions from 6 to 9 with DG at bus 19.
Mode IV: loading conditions from 10 to 25 with DGs at both buses 12 and 19.
It was found that some of relay currents of different loading conditions at 40, 60 and 80% of DG capacity exceed
he Ip based on the 100% DG loading which may lead to false trip if settings of 100% DG loading are adopted. Thus
he system security will be violated. Table 7 shows a sample of these conditions as the encircled relays current at 40,
0 and 80% of DG loading exceeds the Ip current based on 100% of DG loading. Fig. 6 shows the number of possible
elays false trip.
Proposed  optimum  settings  for  adaptive  protection  scheme  to  be  stored  in  the  relays To solve the described issue for all loading conditions the pickup currents are set based on maximum relay current
that may pass at different loading of DG for each mode multiplied by 1.5.
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Fig. 5. Proposed adaptive protection scheme.
Table 6
Different loading conditions of DGs at bus 12 and 19.
Mode Loading condition DG at bus 12 loading
as % of its capacity
DG at bus 19 loading
as % of its capacity
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Table 7
Security check: Mode III DG at bus 19 with loading conditions 6, 7, 8 and 9 and the Ip current based on the 100% loading.
-
-
- For communication failure mode; the setting is based on Ip equals 1.5 times the maximum relays load current that
may pass in all conditions for all modes.
 The primary and backup relays short circuit currents used in TDS optimization are taken as the maximum short
circuit of the four modes to ensure selectivity of the protection scheme.
 The DOCR’s Ip and TDS settings for the five groups are shown in Tables 8 and 9 respectively.






















































































































































Fig. 6. Security check.
Table 8
DOCR’s Ip modes settings.
Relay no. Ip (A)
Mode setting 1 Mode setting 2 Mode setting 3 Mode setting 4 Mode setting 5
1 5.1 4.0 4.6 4.3 4.6
2 4.7 3.9 3.0 3.0 4.1
3 4.5 3.9 3.9 3.9 3.9
4 4.3 3.7 3.7 3.7 3.7
5 4.0 3.5 3.3 3.4 3.5
6 4.6 4.3 3.7 4.0 4.3
7 3.9 3.9 3.2 3.9 3.9
8 5.1 5.2 3.6 4.4 5.2
9 4.6 4.3 3.7 4.0 4.3
10 4.6 4.5 2.9 3.5 4.5
11 4.3 4.2 4.0 4.5 4.5
12 3.9 3.9 3.2 3.9 3.9
13 5.8 7.0 4.8 6.7 7.0
14 5.8 7.0 4.8 6.7 7.0
15 5.1 4.0 4.6 4.3 4.6
16 4.6 4.5 2.9 3.5 4.5
17 4.3 4.8 1.8 2.8 4.8
18 4.3 4.8 1.8 2.8 4.8
19 5.4 4.4 3.1 3.0 4.6
20 4.5 3.9 3.9 3.9 3.9
21 3.7 3.4 3.1 3.3 3.4
22 3.3 3.9 3.5 4.5 4.5
23 4.7 3.9 4.2 4.1 4.2
24 3.1 2.4 2.4 2.3 2.6
25 3.7 3.0 2.9 2.8 3.2
26 5.4 4.7 4.7 4.7 4.7
27 4.8 4.1 4.1 4.1 4.1
28 5.7 4.9 4.9 4.9 4.9
29 3.6 3.1 3.1 3.1 3.1
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Table 9
DOCR’s optimal TDS modes settings.
Relay no. TDS (s)
Mode setting 1 Mode setting 2 Mode setting 3 Mode setting 4 Mode setting 5
1 0.40 0.41 0.44 0.44 0.47
2 0.28 0.26 0.37 0.31 0.40
3 0.19 0.12 0.14 0.15 0.14
4 0.35 0.30 0.26 0.39 0.38
5 0.10 0.10 0.10 0.10 0.10
6 0.24 0.26 0.33 0.31 0.33
7 0.37 0.32 0.39 0.38 0.46
8 0.10 0.10 0.10 0.10 0.10
9 0.10 0.10 0.16 0.14 0.16
10 0.31 0.34 0.44 0.40 0.44
11 0.23 0.20 0.29 0.26 0.27
12 0.21 0.21 0.31 0.27 0.27
13 0.33 0.26 0.33 0.32 0.39
14 0.29 0.30 0.37 0.32 0.36
15 0.24 0.21 0.27 0.29 0.31
16 0.17 0.17 0.31 0.19 0.32
17 0.25 0.30 0.43 0.35 0.37
18 0.27 0.25 0.38 0.26 0.38
19 0.18 0.22 0.36 0.30 0.32
20 0.10 0.10 0.10 0.10 0.10
21 0.10 0.10 0.10 0.10 0.10
22 0.28 0.27 0.24 0.41 0.41
23 0.10 0.10 0.23 0.21 0.23
24 0.26 0.21 0.23 0.17 0.17
25 0.26 0.21 0.29 0.32 0.33
26 0.15 0.10 0.10 0.10 0.10
27 0.10 0.10 0.10 0.10 0.10
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.  Conclusion
ABC is simply implemented using very few lines of computer code, and it is a general-purpose algorithm that can
e used for both linear and nonlinear optimization problems. It shows a great capability of solving highly constrained
oordination problem. Simulation results show that ABC succeeds to converge to feasible optimal setting.
The results show that as the DG’s size and number changes, the chance of relays miscoordination increases which
equires a new settings for DOCR, one of the possible solution to solve this issue is to use adaptive coordination. The
roposed adaptive scheme is applicable and works effectively for existing power distribution systems, which lately
nstall DG to get their benefits, protection system follow the network topological changes and connectivity of DG to
he system and switches between the pre-calculated setting groups based on the actual operating state of the DG using
tandard communication and programmable logic, this adaptive protection may increase availability of local generation
nd reduce outage time for the customers without a need to change existing hardware, which leads to the increase of
electivity and security of the system.
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